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Building Information Modeling (BIM)
Is a process sustained by various tools and technologies including the 
generation and management of digital representations of physical and 
functional assets. Building information models (BIMs) are computer files which 
can be interrogated and exchanged to facilitate construction and manage 
assets.  BIM software is used to, design, construct, operate and maintain 
physical infrastructures, such as Bridges and Structures.

Figure 1. 3D Engineered Bridge Model          Figure 2. Model with Section View
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3D Engineered Models for Structural Analysis
We are generating 3D Bridge Models using Computer Aided Design CAD 
software. The models contains physical properties like material strength, unit 
weight and accurate dimensions. Structural analysis and design can be 
performed by adding loads and resistance factors into the model.

Figure 3. Build Dynamic 3D Model                    Figure 4. Add Components like Rebar

Conclusion
This research has demonstrated that creating detailed 3D Engineered Model for 
Bridges and Structures is the future of bridge design and delivery for 
construction. Best practice may be to have a set number of BIM for bridges and 
structures specialists that can develop and refine the skills needed.  VTrans has 
started the process to obtain more BIM technology software licenses.

Construction Details and Load Rating
When a full BIM for bridges “digital twin” model is achieved there are benefits.  
A BIM bridge model can be used for construction and then be modified to 
reflect as‐built conditions.  The bridge models can  be modified to reflect 
deterioration and/or damage during its life span. Bridge maintenance and 
inspectors could use the BIM model to report and evaluate bridge serviceability 
as well as scheduled maintenance requirements.

Figure 5. Modify Model Details                       Figure 6.  Reanalyze for Load Rating


