
ON SIDES.

AND BUTTS EDGE MOLDING

EDGE AT TOP AND BOTTOM

BORDER EVEN WITH SIGN

SIGN FACE

FINISH COLOR TO MATCH

B221 ALLOY T6 B.E.

EDGE MOLDING ASTM

ALUM. ALLOY 6063-T6

EXTRUDED ALUMINUM RIB

DETAIL

.875

1.938

.078

.078

.078
1.812

.500

.719 .406

.234

.156
.075

.062

.266

NYLON

WASHER

EXTRUDED RIB

Š'' S.S. HEX LOCK WITH NYLON

Š'' x 1 ‚'' S.S. HEX. HD. SLOTTED MACH. SCREW

Š'' S.S. FLATWASHER

Š'' FIBER FLATWASHER

INSERT

UNDER THE NUT.                                                                                                                      

BOLTS, NUTS AND WASHERS SHALL BE STAINLESS STEEL.  BOLTS SHALL BE                                                                   

…'' DIAMETER, 2 INCHES IN LENGTH WITH A HEAD CAPABLE OF BEING                                                                    

INSERTED INTO EXTRUDED ALUMINUM SIGN PANEL SLOTS.  NUTS SHALL BE                                                                    

OF A LOCK NUT DESIGN, THREADS MATCHING BOLT.  THE WASHER SHALL HAVE                                                                 

A¬'' I.D. xƒ'' O.D. x .091 THICKNESS.                                                                                     

1.

2.

3.

NOTES

EXTRUDED ALUMINUM PANEL SIGN CLIP SHALL BE 356-T6 ALLOY FABRICATED                                                                  

THE ALUMINUM TEE BAR SHALL BE OF 6063-T6 ALLOY.

TO GIVE PROPER CLAMPING ON ALL FLANGES ( TAPERED OR PARALLEL )                                                                      

FROM 1/8" TO 19/32" IN THICKNESS. A FLAT WASHER SHALL BE USED

INDIVIDUAL LETTERS, DIGITS, SYMBOLS, AND BORDERS                                                                                    

FOR THE SIGN SHALL BE SHAPED FROM 0.032 INCH SHEET                                                                                  

ALUMINUM CONFORMING TO THE REQUIREMENTS OF ASTM                                                                                     

WEST

EXIT 211 A

56

Utopia
SIGN FACE

SIGN MOUNTING DETAIL

SIDE VIEW

WASHER

POST CLIP BOLT

SIGN PANEL

STOP NUT

SIGN CLIP

A A

12'' x 6'' EXTRUDED ALUMINUM SIGN PANELS                                                                                            

REQUIRED.  PANELS BOLTED TOGETHER ON 24''                                                                                           

HEAD BOLT.

6063-T6. 6"x 6" PANEL PLACED ON TOP WHEN

CENTERS WITH 3/8" x 1" STAINLESS STEEL HEX

TEE BAR

SIGN FACE

SECTION A-A

B 209, ALLOY 3003-H-12. LEGEND AND BORDER TO BE

ATTACHED TO THE SIGN FACE WITH 1/8" RIVETS.

8'' MAX.

NEXT EXIT SIGN

T-BARS
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EXIT NUMBER SIGN

X - DENOTES SIGN CLIP LOCATION

5'-0"

MIN.

(ONE POST AND T-BAR TYPICAL SHOWN)

FIN. GR.

60''

3'' 3'' 3'' 3'' 3'' 3'' 3'' 3''

3''

3''

2''2'' 1''

1'' 1'' 1'' 1''

1''

18'' 18'' 18'' 18''

18''

18''

L OF HOLES

L OF HOLES

C

C

RIB

ALUMINUM

EXTRUDED

PARENT SIGN

BOTTOM OF

ABOVE RIGHT

SAME AS SHOWN

T-BARS MOUNT

( 24'' x 24'' UNITS SHOWN )

MOUNTING SERVICES SYMBOLS

TYPICAL T-BAR ASSEMBLY FOR

WHEN USED, THE SERVICE SIGNS SHALL APPEAR IN THE SAME SEQUENCE AS                                                                   

SHOWN ABOVE.  THE PARENT SIGN SHOWN IS ONLY AN EXAMPLE.  THE SIGNS                                                                  

SHALL BE INSTALLED ON THE SIGN SHOWN ON THE PLANS.  THE SERVICE SIGNS                                                               

SHALL BE MOUNTED TO THE PARENT SIGN WITH TEE BARS AND EXTRUDED ALUMINUM                                                             

RIBS.  OTHER METHODS OF INSTALLATION MAY BE SUBMITTED TO THE TRAFFIC                                                                

DESIGN SECTION FOR APPROVAL.  IN NO CASE SHALL ANY SUPPORT BE ATTACHED                                                              

TO THE W-SHAPED STEEL SIGN SUPPORT BELOW THE FUSE PLATE.                                                                            

SERVICE SIGN MOUNTING DETAILS
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t

2'' FLANGE

‚''

Š''

Š''

‚''

WEIGHT 1.26 LBS/LF

t

m

f

n

TEE BAR

2" STERN

f

t

n

SEE APPROPRIATE STANDARD

SHEET OR PROJECT PLANS

FOR HORIZONTAL AND

VERTICAL OFFSETS.

3 1/2" MAX.

PROJECTION

NUMBER OF

SIGNS VARIABLE

RADIUS

REV. DATE DESCRIPTION

VERMONT AGENCY OF TRANSPORTATION

Workin  to Get You There

STANDARD

OTHER STANDARDS REQUIRED:

E-130

ORIGINAL APPROVALSEP. 10, 19870

WITH T-BAR EXTENSIONS

W-SHAPED STEEL POSTS

TYPICAL SIGN INSTALLATION ON

ARRANGEMENT

SIGN CLIP

SIGN CLIP

EXTRUDED ALUMINUM PANEL

MIN.

2'-6''

MIN.

2'-6''

PARENT SIGN

MAIN OR

PLATE

FUSE

PER ADDITIONAL SIGN.

MINIMUM OF 2 T-BARS

ON ADDED SIGN

T-BARS TO BE SYMMETRICAL

THE FUSE PLATES.

THE SIGN POSTS BELOW

MAY BE FASTENED TO

ASSEMBLY OF ANY KIND

NO SIGN OR AUXILIARY

FACE

SIGN

1

2

3 JUN. 25, 2024 MINOR REVISIONS, BORDER UPDATE

MAR. 1, 1988

AUG. 8, 1995

MAJOR REVISIONS

MINOR REVISIONS

 guide  sign attachment  details


